
The Code Zero GP line is a logical progression in the development of Code Zero

high performance off-wind sails. As Code Zero headsails become more prevalent

across a number of rating rules, DIMENSION-POLYANT targeted the need for a single sail to cover broad wind ranges and angles 

through overall weight reduction, without sacrificing load capability. CZ GP is engineered with a rugged black aramid warp Insert® and 

X-PLY® for the highest thread line strength. Combined with a high count polyester fill for trans-directional stability, this product is unique

to the market. Designed as a no compromise racing laminate, CZ GP offers several characteristics that make it unique for the application.

•   Film / Film construction for minimal moisture pickup

•   Semi-transparent appearance for increased visibility 

•   High count 500 denier polyester fill scrim 

   for low fill stretch and increased tear strength

•   Soft hand due to 0.75 mil total film thickness

T h e  S a i l c l o t h  P r o d u c e r
D IMENS ION-POLYANT
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• HIGHEST QUALITY FROM
   THE START

   DIMENSION-POLYANT uses only 
   performance high tenacity fibers, 
   customdeveloped chemicals as well as
   premium films from qualified suppliers

• IN-HOUSE MANUFACTURING
   DIMENSION-POLYANT is worldwide 
   the sole producer of high quality 
   sailcloth with its own in-house 
   manufacturing. As sailcloth is our 
   only product we have invested in 
   customized equipment for weaving, 
   finishing and laminating.

• CONTINUOUS INNOVATION
   DIMENSION-POLYANT has the most 
   dedicated R&D team, the state-of-
   the-art facilities and preferred access 
   to the newest fibers, chemicals and 
   components. Together with German and 
   American engineering this provides 
   the base for trend setting developments.

• GLOBAL REACH
   Our worldwide distribution and 
   technical support network makes 
   DIMENSION-POLYANT the perfect 
   partner for your sailmaker

improved elongation resistance

excellent diagonal stability

highly resistant surfaces

UV stabilisation

mildew protection

Boat Length         CZ GP

26 - 30                  CZ15 GP
31 - 35                  CZ15 GP
36 - 40                  CZ15 GP / CZ30 GP
41 - 45                    CZ30 GP
46 - 50                    CZ30 GP / CZ60 GP
51 - 55                    CZ60 GP


